
TECHNICAL GUIDE
PAVEMENT BOARDS - PAGE 71 Expo Gotik Lux Pavement Board

 Produced in 32 mm galvanized and poly-
ester lacquered steel tubes. Non-corrosive 
alu-zinc back-sheets. Anti-re� ex APET front 
panels with magnetic closure, included. Non 
corrosive quality.

 Strassenständer - 32 mm Stahlrohr, gal-
vanisiert und polyesterlackiert. Rostfreie und 
unlackierte Alu-Zink Rückplatten. Entspiegel-
te APET Front-platten mit Magnet. Rostfreie 
Qualität.

 Gadeskilt af 32 mm galvaniseret stålrør, 
fosfateret og polyesterlakeret. Rustfri alu-zink 
bagplader, ulakeret. Antire� ex APET front-
plader med magnetlukning. Rustfri kvalitet.
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OPTIONAL 
BROCHURE BOX

PAGE 31 & 188

WHITE RAL 9003 BLACK RAL 9005

CAN BE MOUNTED 
WITH 3” WHEEL

SEE PAGE 37

 Model Art.no. Poster size  Colour Total W x H Header/Logo Package size and weight Pallet size and quantity
 101 3406 50 x 70 cm  White 59 x 122 cm 28 x 50 cm 62 x 131 x 8 cm 15 kg 80 x 120 x 220 cm 20 pcs.
 - 3406BL 50 x 70 cm  Black 59 x 122 cm 28 x 50 cm 62 x 131 x 8 cm 15 kg 80 x 120 x 220 cm 20 pcs.
 - 3407 59,4 x 84,1 cm A1 White 69 x 148 cm 59 x 33 cm 71 x 151 x 8 cm 20 kg 80 x 150 x 220 cm 20 pcs.
 - 3407BL 59,4 x 84,1 cm A1 Black 69 x 148 cm 59 x 33 cm 71 x 151 x 8 cm 20 kg 80 x 150 x 220 cm 20 pcs.
 - 3408 70 x 100 cm  White 78 x 163 cm 70 x 37 cm 81 x 172 x 8 cm 25 kg 80 x 150 x 220 cm 20 pcs.
 - 3408BL 70 x 100 cm  Black 78 x 163 cm 70 x 37 cm 81 x 172 x 8 cm 25 kg 80 x 150 x 220 cm 20 pcs.


